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900-8856
Die Cast Keeper for 900-9169
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Part # Finish
12-290W White
12-2& 12-290AD Almond
White

3/16" x 3/4"
SLOT 4PL

12-286W
White, Four Slot
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12-294

Yellow Chromate Plated
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12-271 Flat.
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No Longer Available.
Use: 750-2573611
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Part # Finish
750-2573611 Stone
750-2573609 White
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Tongue Length is 51/64"
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For 13-247 & 13-248 Patio 750-1278303

Door Handles Stone
Lock Bars
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900-11040 16-188 16-230 16-116-2 16-361PW
Turn Lever with Tailpiece Lock Bar Without Key 4-7/8" Lock Bar Screen Corner Bracket Assembly White Nylon Miter Corner
Black Capitol Capitol with Screw. 2 per Pack Use on Door 991M-999
Repair Tracks
.035 Gauge
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Part # |Length| Minimum Order
16-115 | 8ft. (10 8ft. Lengths)

16-115-6] 6ft. (106 ft. Lengths)

Replace bent or broken door tracks with
stainless steel replacement tracks. Easy to
use. Snaps into place over old
broken track.

Stainless Steel

Replacement Track Cover.

8' Lengths. Sold in multiples of 5 only.
Heavy duty. Recommended for tracks
that are too corroded to use 16-115.
Repairman's "first choice" in door
replacement track.
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Part # Length Finish Part # Length Finish
16-217-6 Bft. Anodized 16-219-6 Bft. Anodized
16-217-8 8ft. Anodized 16-219-8 8ft. Anodized

Glass Door Track Extrusions

1/16" Thick x 15/16" Wide

Screen Door Track Extrusions
1/16" Thick x 15/16" Wide.
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