

















Window Glazing & Weather-Stripping

Entraseal Door Astragal Seals Replacement Weatherstripping

For commercial/entrance doors,
including wood doors. Designed
with unique features not available
in other astragals.

+Standard pile height -.480"
+Five 7' lengths per tube.
+Sold in Multiples of 5.
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Additional backing sizes available: 23/64, 27/64", 1/2"

Pile

Part # Length
-f 63-49TP 100 ft. roll
63-51TP 1,000 ft. roll

Height 7/32" (.220) Pile Height
l Part # Length
63-55TP 100 ft. roll
ke e > 63.57TP | 1,000 ft. rol
" 1/4" (.250) Pile Height 900-13005 900-14942
17/64"(.270) ,
36" Replacement Threshold Insert Wood & Vinyl Foam Door Set
Other Sizes Available Upon Request With Minimum Orders Gray, Vinyl 2 pc. 7' Long, 1 pe. 3' Long

Edgetech Super Spacer

Super Spacer® Premium Plus is a flexible, silicone foam spacer product.
Super Spacer® provides the maximum in perimeter insulation for sealed
glazing units and prevents condensation. Desiccant-filled with pre-applied
side adhesive, the structural foam spacer significantly simplifies insulating
glass (IG) production.

Featuring a vapor barrier backing, the product must be used in combination
with conventional IG sealants such as hot melt butyl, polyurethane and
solvent-free polysulfide. Dual seal equivalent sealants may also be used.

1/4" Thick Super Spacer Premium Plus

Gray Black Width Reel Size
92-503 92-503B 1/4" 66'
92-503X 92-503XB 1/4" 1100'
92-504 5/16" 66'
92-504X - 5/16" 1100’
92-505 92-505B 3/8" 66'
92-505X 92-505XB 3/8" 900'
92-507 1/2" 66'
92-507X 1/2" 700'
92-509 5/8" 66'
92-509X 5/8" 575'
92-512 13/16" 66'
92-512X 13/16" 400

New & Improved
Energy efficient Super Spacer®
Premium Plus qualifies for the newly
passed Economic Stimulus Bill.

Enhanced Features Include:

+Up to 30% lower thermal conductivity
*Superior long-term durability

+The warmest edge of glass temperature

+The highest NFRC Condensation Resistance rating

@ Flexible silicone foam

@— Pressure-sensitive acrylic adhesive

Multi-layer vapor barrier

215



